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EXISTING CONDITIONS
VILLAGE CREEK BOAT RAMP
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NOTE:
1. THE CMPA LINE WAS DELINEATED ON  11/09/2021 BY

THE GEORGIA DEPARTMENT OF NATURAL RESOURCES
- COASTAL RESOURCES DIVISION, AND FIELD LOCATED
BY EMC ENGINEERING SERVICES, INC

2. VERTICAL DATUM IS MEAN LOW WATER
3. THE HIGHEST ASTRONOMICAL TIDE IS THE ELEVATION

OF THE HIGHEST PREDICTED ASTRONOMICAL TIDE
EXPECTED TO OCCUR AT A SPECIFIC TIDE STATION
OVER THE TIME PERIOD OF 40 YEARS, AS DESCRIBED
BY THE NATIONAL OCEANIC AND ATMOSPHERIC
ADMINISTRATION (NOAA).

4. THE CREEK IS DRY AT LOW TIDE.
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AND REPLACED 1,500± SQ FT
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12" Ø TIMBER
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GDOT TYPE 3
RIP RAP

(APPROX 69 SQ FT)
(APPROX 2.5 CU YD)

MHW IS LOCATED AT ELEVATION
6.62± (MLW DATUM)

CONCRETE
BOAT RAMP

CONCRETE
WALKWAY

STABILIZE BANK WITH
GDOT TYPE 3 RIP RAP

EACH SIDE (TYP)
(APPROX 481 SQ FT)
(APPROX 18 CU YD)

STABILIZE BANK WITH
GDOT TYPE 3 RIP RAP
EACH SIDE (TYP)
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NOTE:
1. THE CMPA LINE WAS DELINEATED ON  11/09/2021 BY

THE GEORGIA DEPARTMENT OF NATURAL RESOURCES
- COASTAL RESOURCES DIVISION, AND FIELD LOCATED
BY EMC ENGINEERING SERVICES, INC

2. THE CREEK IS DRY AT LOW TIDE.
3. THE HIGHEST ASTRONOMICAL TIDE IS THE ELEVATION

OF THE HIGHEST PREDICTED ASTRONOMICAL TIDE
EXPECTED TO OCCUR AT A SPECIFIC TIDE STATION
OVER THE TIME PERIOD OF 40 YEARS, AS DESCRIBED
BY THE NATIONAL OCEANIC AND ATMOSPHERIC
ADMINISTRATION (NOAA).

AutoCAD SHX Text
N/F P & M CEDAR PRODUCTS INC  PIN: 04-00225

AutoCAD SHX Text
VILLAGE CREEK

AutoCAD SHX Text
SALTWATER  MARSH 

AutoCAD SHX Text
GA SPC EAST ZONE NAD 83

AutoCAD SHX Text
GRID NORTH

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
SOUTH HARRINGTON  ROAD  (60' PUBLIC R/W)

AutoCAD SHX Text
EDGE OF PAVEMENT 

AutoCAD SHX Text
EXISTING CLEANING   STATION

AutoCAD SHX Text
50 FT MRSHLANDS  BUFFER: DISTURBED AREA 2,096± SQ FT

AutoCAD SHX Text
CMPA LINE  (SEE NOTE #1)

AutoCAD SHX Text
N/F VILLAGE CREEK LANDING LLC  PIN: 04-15158



EL
EV

AT
IO

N
(M

LW
 D

AT
U

M
)

Alignment - (1) PROFILE
HORZ SCALE: 1" =20'
VERT SCALE: 1" =10'

-5

0

10

-5

0

10

0+00

9
.1
9

9.
21

7
.1
1

8.
58

4
.3
2

5.
45

1+00
1.
5

2.
13

-13.28%

-4.16%-1.37%

MHW = 6.62

MHHW = 6.99

PV
I S

TA
: 0

+0
8.

00
PV

I E
L:

 9
.4

4

PV
I S

TA
: 1

+1
1.

00
PV

I E
L:

 0
.6

7

PV
I S

TA
: 0

+5
2.

00
PV

I E
L:

 8
.5

0

PV
I S

TA
: 0

+4
0.

00
PV

I E
L:

 9
.0

0

BOAT RAMP PROFILE
HORZ SCALE: 1" = 20'
VERT SCALE: 1" = 10'

EXISTING GRADE

PROPOSED RAMP

GDOT TYPE 3 RIP RAP
(APPROX 2.5 CU YD)

AREA BETWEEN PROPOSED
RAMP AND EXISTING GRADE
TO BE FILLED WITH 12" OF #4

STONE TOPPED WITH 4" # 57 STONE
 (APPROX 24 CU YD)

HIGHEST
ASTRONOMICAL

TIDE = 9.07

81'±

H
IG

H
ES

T 
AS

TR
O

N
O

M
IC

AL
TI

D
E 

= 
9.

07

Prepared for:

SURVEY DATE:

SCALE:
DATE:

PROJECT NO:

SURVEYED BY:

CHECKED BY:

DESIGNED BY:
DRAWN BY:

 EMC ENGINEERING SERVICES, INC.
504 Gloucester St
Brunswick, GA 31520
Ph: (912) 265-7636
Fax: (912) 233-4580
brunswick@emc-eng.com
www.emc-eng.comENVIRONMENTAL

CIVIL
MARINE

ALBANY   •   ATLANTA   •   AUGUSTA  •  BRUNSWICK
COLUMBUS   •    SAVANNAH   •    STATESBORO
THOMASTON   •   VALDOSTA   •   WARNER ROBINS

PROPOSED RAMP PROFILE
VILLAGE CREEK BOAT RAMP

25TH G.M. DISTRICT
ST. SIMONS ISLAND, GLYNN COUNTY, GEORGIA

GEORGIA DEPARTMENT OF NATURAL RESOURCES - COASTAL RESOURCES DIVISION

21-5026
KLC

KGB/KLC
KLC

11/11/2021
JMM

1" = 20' 
1/27/2022

PROFESSIONAL

ENGINEER

REGISTERED

*G

EO
RGIA

*

JOHN MARK MOBLEY

No. PE15295

SHEET 3 OF 6



EL
EV

AT
IO

N
(M

LW
 D

AT
U

M
)

BOAT RAMP (1) PROFILE
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X X X X X X X X X

8" THICK CONCRETE
SLAB 5000 PSI

6 x 6 x 4/4 WELDED
WIRE SHEETS

RIP RAP ON FILTER FABRIC
ON EACH SIDE @ MAXIMUM
2.5H:1V SIDE SLOPES, SEE PLAN
FOR FOR TYPE REQUIREMENTS

2.5
1

14'
9'

8.67'
6" CURB

TYPICAL SECTION @ FLOATING DOCK
NO SCALE

23'

8" THICK CONCRETE
SLAB, 5000 PSI

6 x 6 x 4/4 WELDED
WIRE SHEETS

RIP RAP ON FILTER FABRIC
ON EACH SIDE @ MAXIMUM
2.5H:1V SIDE SLOPES, SEE PLAN
FOR FOR TYPE REQUIREMENTS

12" OF #4 STONE TOPPED WITH 4" OF #57
STONE UNDER CONCRETE SLAB.

2.5
1

14'
9'

6" CURB

TYPICAL SECTION @ CONCRETE DOCK RAMP
NO SCALE

VARIES
6" MIN - 30" MAX

SEE PLAN & PROFILE FOR
TOP OF CONCRETE RAMP

ELEVATIONS

5000 PSI CONCRETE

4H:1V MAX SLOPE

MAX 6" STEP

N.S.A. RATED R-2
FILTER STONE

(APPROX 2.5 CU YD)

X X X X X X X X X

12" OF #4 STONE TOPPED WITH 4" OF #57
STONE UNDER CONCRETE SLAB.
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UPLAND STAGING AREA
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4,730± SQ FT
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NOTE:
1. THE CMPA LINE WAS DELINEATED ON  11/09/2021 BY

THE GEORGIA DEPARTMENT OF NATURAL RESOURCES
- COASTAL RESOURCES DIVISION, AND FIELD LOCATED
BY EMC ENGINEERING SERVICES, INC

2. THE CREEK IS DRY AT LOW TIDE.
3. THE HIGHEST ASTRONOMICAL TIDE IS THE ELEVATION

OF THE HIGHEST PREDICTED ASTRONOMICAL TIDE
EXPECTED TO OCCUR AT A SPECIFIC TIDE STATION
OVER THE TIME PERIOD OF 40 YEARS, AS DESCRIBED
BY THE NATIONAL OCEANIC AND ATMOSPHERIC
ADMINISTRATION (NOAA).
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